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Mine Safety and Health Admin., Labor § 70.204

active workings is exposed at or below
a concentration of respirable dust, ex-
pressed in milligrams per cubic meter
of air as measured with an approved
sampling device and in terms of an
equivalent concentration determined
in accordance with § 70.206 (Approved
sampling devices; equivalent con-
centrations), computed by dividing the
percent of quartz into the number 10.

Example: The respirable dust associated
with a mechanized mining unit or a des-
ignated area in a mine contains quartz in the
amount of 20%. Therefore, the average con-
centration of respirable dust in the mine at-
mosphere associated with that mechanized
mining unit or designated area shall be con-
tinuously maintained at or below 0.5 milli-
grams of respirable dust per cubic meter of
air (10/20=0.5 mg/m3).

Subpart C—Sampling Procedures
AUTHORITY: 30 U.S.C. 811, 813(h), and 957.

SOURCE: 58 FR 63528, Dec. 2, 1993, unless
otherwise noted.

§ 70.201 Sampling; general require-
ments.

(a) Each operator shall take res-
pirable dust samples of the concentra-
tion of respirable dust in the active
workings of the mine as required by
this part with a sampling device ap-
proved by the Secretary and the Sec-
retary of Health and Human Services
under part 74 (Coal Mine Dust Personal
Sampler Units) of this title.

(b) Sampling devices shall be worn or
carried directly to and from the
mechanized mining unit or designated
area to be sampled and shall be oper-
ated portal to portal. Sampling devices
shall remain operational during the en-
tire shift or for 8 hours, whichever time
is less.

(c) Upon request from the District
Manager, the operator shall submit the
date on which collecting any respirable
dust samples required by this part will
begin.

(d) During the time for abatement
fixed in a citation for violation of
§ 70.100 (Respirable dust standards) or
§ 70.101 (Respirable dust standard when
quartz is present), the operator shall
take corrective action to lower the
concentration of respirable dust to
within the permissible concentration
and then sample each production shift

until five valid respirable dust samples
are taken.

[45 FR 24000, Apr. 8, 1980, as amended at 47
FR 28095, June 29, 1982]

§ 70.202 Certified person; sampling.
(a) The respirable dust sampling re-

quired by this part shall be done by a
certified person.

(b) To be certified, a person shall pass
the MSHA examination on sampling of
respirable coal mine dust.

(c) A person may be temporarily cer-
tified by MSHA to take respirable dust
samples if the person receives instruc-
tion from an authorized representative
of the Secretary in the methods of col-
lecting and submitting samples under
this rule. The temporary certification
shall be withdrawn if the person does
not successfully complete the examina-
tion conducted by MSHA on sampling
of respirable coal mine dust within six
months from the issue date of the tem-
porary certification.

§ 70.203 Certified person; maintenance
and calibration.

(a) Approved sampling devices shall
be maintained and calibrated by a cer-
tified person.

(b) To be certified, a person shall pass
the MSHA examination on mainte-
nance and calibration procedures for
respirable dust sampling equipment.

(c) A person may be temporarily cer-
tified by MSHA to maintain and cali-
brate approved sampling devices if the
person receives instruction from an au-
thorized representative of the Sec-
retary in the maintenance and calibra-
tion procedures for respirable dust
sampling equipment under this rule.
The temporary certification shall be
withdrawn if the person does not suc-
cessfully complete the examination
conducted by MSHA on maintenance
and calibration procedures within six
months from the issue date of the tem-
porary certification.

§ 70.204 Approved sampling devices;
maintenance and calibration.

(a) Approved sampling devices shall
be maintained as approved under part
74 (Coal Mine Dust Personal Sampler
Units) of this title and calibrated in ac-
cordance with MSHA Informational
Report No. 1121, ‘‘Standard Calibration
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